


SUDUNG / MANUAL INSTRUCTION

HUONG D

1. Yéu cau bé mit :

+ B& mit trudc khi thi cong phai dugc lam sach. Tét ca cac chit la cdn
phai loai bo trén bé mat khu vuc thi cong. Nhiing vach dudng cii con ton
tai phai dugc cao bo trude. Bé mat duong khong dugce lan dau, mé, hoi
dm, nhiét d phai khong nho hon 15° C.

+ Tay thudc vao tinh trang mat duong, st dung mot hodc két hgp hai ba
phuong phap dudi day d€ lam sach mét duong trudce khi son. Viéc lam
sach dugc tién hanh tai dai mat dudng cin son, véi chiéu rong t6i thiéu
16n hon chiéu rong vach son trong thiét ké la 10 cm vé hai phia. Can
tranh 1am hu hong mét duong :

« Lam sach bang phuong phép co hoc.

« Lam sach bang phuong phap théi khi.

« Lam sach bang phuong phép hut bui.

2. Thi cong:

+ Thi cong bing cich nun ndéng gia nhiét 1én dén nhiét d6 rét (khoang
1800C), sau d6 rét vao vi tri khe, méi néi, bé mat can thi cong. Tuy vao
diéu kién cho phép, c6 thé st dung siing phun d€ dat hiéu qua cao nhat.
Khi st dung lam vat liéu ch6éng thdm thi c6 thé duing chéi, co, con lan
hodc méy phun réi dé thi cong.

+ Sau khi thi cong cén thai gian cho cho vat liéu phan tich va dong két.
Thoi gian dong két tuy theo di€u kién moi truong va chiéu day thi cong,
thudng khodng tif 30-60 phut.

1. Surface requirements :

+ The surface should be clean before application. All foreign substances
need to be removed on the surface of the construction site. Existing marking
must be removed. Road surface must not be oil, grease, moisture, tempera-
ture must not be less than 15° C.

+ Depending on the condition of the road, use one or two of there
following methods to clean the road surface before painting. Cleaning is
carried out at the asphalt surface, with a minimum width greater than 10
cm in both directions. Avoid asphalt surface damage :

« Mechanical cleaning.

o Clean by blowing air.

o Clean by vacuum machine.

2. Construction :

+ Heating up mastic to the pouring-temperature (about 180° C) then
poured into the slot, joints, surface to be applied. Depending on the surface
condition, sprayer can be used to achieve the highest efficiency. When used
as a waterproofing material can use brushes, rollers or sprayers.

+ After construction It takes time for the material to be analyzed and
solidified. Solidified-time depending on environmental conditions and
construction thickness, usually about 30-60 minutes.

BIEN PHAP AN TOAN / SAFETY MEASURES

+ D€ xa tam tay tré em.

+ Bam bao thong thodng t6t khi thi céng va chd khé.
Tranh hit phai hoi Mastic lic ndng.

+ Nén deo kinh bao h¢ khi thi cong. Trudng hgp son dinh vao mit, ria
v6i nhiéu nudc sach va di dén co sé y t€ ngay.

+ Dung dung moi thich hgp dé€ chui sach son dinh vao da, sau d6 ding
nudGe va xa phong dé rtra sach.

+ C4n thén khi vin chuyén son. Néu d6 son thi thu gom bang cach rai dit
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+ Keep out of reach of CHILDREN.

« Ensure good ventilation during application and drying-time.
Avoid breathing in hot mastic.

» Safety goggles should be worn when applying. In case of eye contact,
wash with plenty of water and go to medical facility immediately.

» Use a suitable solvent to wipe off sticky paint, then wash with water
and soap.

» Be careful when shipping paint. If the paint is poured, collect it by
spreading the soil or sand.

- WARNING PREVENTION OF FIRE RISK.

« DO NOT WASTE PAINTING OR WATER SOURCES



